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CORRELAS POLIAS MANGUEIRAS

HTD 14M

Dentes Arredondados

Para correias de largura 85 mm (14M-85)

Mumero | Tipo Digam. Diam. & P & P @2 C Peso
Cadigo de _ sobre Furo Furo L1 L2 L3 Material |aprox.
Dentes | Polia Prim. | Flanges| Min. Max. Cubo kg
30-148 0 ECF 135,69 146 20 E0 1010 10z 115 20 G5 7.0
32-14M 32 ECF 142,60 155 1] =1 100 10z 115 z0 G5 B0
34-14M 24 ECF 151.51 164 20 ES 100 10z ] 20 G5 10.0
36-141 il ECF 160.43 173 1] B35 100 10z 115 0o G5 11,0
3&-14M 3 ECF 169,34 182 25 o 110 1nz 115 20 G5 13.0
A0-14 K 40 ECF 176,25 191 25 o 110 102 115 20 155 14,0
44-14 M 44 ECF 196,03 209 20 5 1210 102 115 20 G5 17,0
A5-14M 45 ECF 213,39 Z2T L1 75 1210 10z 115 20 G 13,0
56-14M L] ECF 2489 55 ZE3 20 5 1410 102 115 20 G5 19,0
" Bd-14M E4 BECWF 285.21 295 40 EO 1610 1nz 115 25 G 22,0
" TE-14M T2 ECWF 320,36 234 40 ED 1610 10z 1S 25 G 23,0
" BO-14M i1 BECWF 356,51 a7 40 i) 1610 10z 113 Z5 G5 27,0
" ap-14M =] BWR 401.07 = 40 B3 1710 10z 115 - G5 J0.0
" 112-14M 11z BWHR 499,11 40 i) 1710 10z 115 - G5 9.0
" 1dd-14M 144 BWR 641,71 435 B3 180 10z 120 = G5 53.0
" 165-14M 164 BWR T48,66 = 43 B3 150 10z 120 = GG G50
" 192-14M 192 BWHR B55,62 - 0 104 130 Dz 120 - G5 33.0
" 26-14M 216 EWR 062,57 - =11 L 240 10z 120 - G 93.0
correias de largura 115 mm (14M-115)
Miumero Diam Diam. P Peso
Cadigo de Tipo : sobre @ P Furo B C L1 L2 L3 |Material|aprox.
Dentes Prim. | Flanges Max. kg
J2-14M 32 ECF 142,60 155 20 &0 100 133 145 25 G5 0,3
34141 3d ECF 151.51 164 25 To 100 133 143 23 G5 12.0
36-14 1 il ECF 160.43 173 25 7o 100 133 145 25 155 13.0
35-14H4 3 ECF 169,34 182 ao T3 1o 133 145 25 G5 15.0
A0-14 K 40 ECF 175,25 191 3o g0 110 133 143 25 155 17.0
24-14 1 44 ECF 196,035 209 20 ED 1210 133 145 25 G 19,0
AB-14M 45 ECF 213,90 z27 20 EOD 1210 133 145 25 G 24,0
" SE-14M 1] ECWF 2449 55 ZE3 20 EOD 1510 133 145 25 G 26,0
" Bd-14M E4 BECWF 285,21 295 20 BES 1610 133 145 a0 G5 27,0
" 7140 T2 BECWF 220,36 234 o BS 130 132 145 a0 G5 32.0
" BO-14M EO ECWF 356,51 27 40 oo 1510 133 145 a0 G5 35.0
" Al-14M =1 BCWR 405.07 = 40 oo 213 133 143 a0 GG 33.0
" 112-14M 1z ECWR 239 11 = 40 Lo 213 133 143 a0 GG 52,0
" 144-14M 144 BCWR £41.71 - =] 100 241 133 143 a5 GG 74,0
" 168-14M 164 SCWER 745,55 = =0 110 2410 122 14= 25 GG 0.0
" 192-14M 192 GCWHR E55.52 = =10 120 241 133 145 40 GG 1030
" 216-14M 216 BECWR 52,57 - [=10] 120 2410 133 145 40 GG 128.0
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Dentes Arredondados
Para correias de largura 85 mm (14M-85)
Mimero | Tipo | Diam. Diam. @ P &2 P @ C Peso
Codigo de _ sobre Furo Furo L1 L2 L3 Material |aprox.
Dentes | Polia Prim. | Flanges| Min. Max. Cubo kg
30-14M 20 ECF 133,69 146 0 [=10] 100 102 115 20 G5 7.0
32-14M 22 ECF 142,60 155 0 E0 100 1z 115 20 GG o0
34-14M 24 ECF 151.51 164 0 ES 100 102 15 20 G5 10,0
J6-14M 26 ECF 160.43 173 0 ES 100 10z 1E 20 G5 11,0
356-14M 3 ECF 169,34 18z 5 o 110 1z 115 20 GSE 13.0
A0-14 1 4.0 ECF 178,25 191 5 o 110 10z 115 20 G5 14,0
2d-14 14 44 ECF 196,08 209 30 5 1210 102 115 20 G5 17.0
A5-14M 45 ECF 213,89 227 20 s 121 10z e 20 GG 15.0
SE-14M =6 ECF 249,53 2635 20 [ 140 102 115 20 GG 14,0
" Gd-14M E4 ECWF 285,21 295 40 E0 160 10z s 25 GG 22.0
" T2-14M T2 ECWF 320,86 334 40 E0 1610 102 15 23 G5 23.0
" BO-14M EO BCWF 356.51 avo 40 ES 160 102 s 25 G5 27.0
" op-148 oo EWR 401,07 - 40 ES 1710 10z e - G5 30.0
" 12-14M 11z EWR 499,11 40 ES 1710 10z 1E - G5 9.0
" 1dd-14M 144 BWR 641,71 - 45 L ] 130 10z 120 - G5 53.0
* 168-14M 1648 BWR TdE.66 — 45 B3 180 0z 1210 - G5 G6.0
" 192-14M 1492 BWR B55.62 = =0 104 180 0z 1210 - G5 33.0
" 216-14M 216 EWR BE2.57 = =0 104 240 1Dz 120 - GG 3.0
correias de largura 115 mm (14M-115)
Numero Diam Diam. @aP Peso
Cadigo de Tipo : sobre @ P Furo @ C L1 L2 L3 |Material |aprox.
Dentes Prim. | Flanges Max. kg
J32-14M 22 ECF 142,60 155 0 &0 100 133 145 25 G5 0,3
34-14M 24 ECF 151.51 164 5 7o 100 133 145 25 G5 12.0
36-14M 26 ECF 160,43 173 5 o 100 133 145 25 G5 13.0
35-14H4 il ECF 169,34 1&z a0 T3 110 133 145 3 G5 15.0
A0-14 1 40 ECF 175,235 191 30 &0 110 133 145 23 G5 17.0
2d-14 M 44 ECF 196,05 2049 30 &0 120 133 145 23 55 19.0
4B-14M 45 ECF 213,20 227 20 E0 120 133 143 23 GG 240
" SE-14M =B ECWF 249,33 2635 20 B0 150 133 1435 23 GG 26,0
" 6d-14M E4 ECWF 285,241 295 20 ES 1610 133 145 a0 G5 27,0
" T2-148 T2 BECWF 220,36 334 20 ES 130 122 145 a0 GG 2.0
" BO-14M EO BECWF 256,51 avo 40 oo 1310 132 145 a0 G5 35.0
" Oi-14M oo BCWR 405.07 - 40 oo 213 132 145 a0 G5 3.0
" 112-14M 11z BCWR 294911 - 40 11l 213 133 143 i GG 2.0
" 1dd-14M 144 BCWR 41,71 =0 1040 2410 133 143 23 GG 7.0
" 16E-14M 1648 BCWR Td5.66 =0 110 240 123 145 33 GG Q0.0
" 192-14M 1492 BCWR B55.62 = &0 120 240 133 145 40 G5 1030
" 216-14M 216 ECWHR BE2, 37 = =10 120 2410 133 142 40 G5 128,0
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Dentes Arredondados
Para correias de largura 170 mm (14M-170)
Mamero | Tipo | Diadm. Diam. | @P | @P | @C Peso
Cadigo de sobre |Furo | Furo L1 L2 L3 Material AProx.
Dentes Polia Prim. | Flanges | Min. | Max. |Cubo kg
*38-14M 35 BCF 169,34 182 30 B0 120 187 205 B5 GG 19,0
*40-14M 40 6CF 178,25 191 30 80 120 187 205 65 GG 21,0
*44-14M 2 6CF 196,08 209 30 85 160 187 205 65 &G 22,0
*48-14M 45 6CF 213,90 227 30 85 160 187 205 65 &G 20,0
*55-14M 5 6CF 249,55 263 40 50 180 187 205 BS GG 37,0
*54-14M 64 BCWF 285,21 268 40 90 180 187 205 65 GG 40,0
*72-14M 72 ECWF 320,86 334 40 85 220 187 205 7 GG 42,0
*8d-14M 8d ECWF 356,01 370 40 95 220 187 205 7T &G 45,0
*9d-14M 0 BCWR 401,07 - S0 100 220 187 205 &7 e e a7,0
*112-14M 112 3ICWR 499,11 = 0 100 260 187 - 67 GG 67,0
* 144-14M 144 ICWR 641,71 - 50 110 260 187 = 62 GG 57,0
* 168-14M 168 ICWR 748,66 - B0 115 260 187 - 62 GG 116,0
*192-14M 192 JCWR 855,62 - 60 120 260 187 - 47 &G 143,0
* 216-14M 216 ICWR 962,57 - B5 130 260 187 - 7 GG 165,0
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6CF 6CWF BCWR 3CWR

LEGENDA
6CF = com flange macica rebaixada
6CWF = com flange aliviada e rebaixada
6CWR = sem flange vazada rebaixada
3 CWR = sem flange vazada rebaixada s/ pescoco
L1 = largura sem cubo
L2 = largura total com cubo
L3 = rebaixo



